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Partial Discharge Measuring Antenna
MW 40

Active microwave antenna, for open DUTs. The best way to 
measure partial discharges is via a microwave antenna. The 
active antenna is supplied via the test device. A narrow-band 
filter at 1.575 MHz (GPS range) center frequency optimally sup-
presses industrial interference signals. This area is reserved 
worldwide for the use of GPS devices. Very precise, repeatable 
measurements are possible.

Partial Discharge Measuring Antenna MW 40

Technical Data Mid-Band Frequency	
Receiver Channel Range
Input Level
Channel-selection
Video Bandwidth
Pulse Demodulation Edges
Receiver Dynamic
Video Output Level
Antenna / H-field Loop

1575.5 MHz ± 0.5 MHz
2.4 MHz

min.: -90 dBm / 3 dB max.: +27 dBm
90 dB ± 65 MHz

2 MHz
300 ns 10 % / 90 %

60 dB
1.5 V / 50 Ω / Scope 1 MΩ AC

90° / 1 dB aperture angle
Power Supply Phantom Powering / Output DC + 24 V / 60 mA internal reverse polarity protection
Connections VHF-Antenna

Video Output
SMB-f / 50 Ω internal

TNC-f / 50 Ω
Temperature Storage / Operation Temperature -20 °C - 80 °C / 0 °C - 50 °C

-4 °F - 176 °F / 32 °F - 122 °F
Dimensions and Weight 

(approx.) 
Height
Width
Depth
Weight 

128,5 mm I 5.1 in
145 mm I 5.7 in
86 mm I 3.4 in 
650 g I 1.4 lbs


